One Turbine (LM 6000) Particulate (PM;o) Emissions from Normal Operations

Operating | Fuel Rate | Fuel Rate-HHV | Fuel Rate-HHV Uncontrolled Emission Factor / Rate
Condition | (lb/hour) (MMBtuwhr) (MMSCF/hr)
(Ib/MMscf) | (Ib/MMBtu) | (Ib/hour)

1 20,260 467.5 0.458 0.0066 3.09

2 15,950 368.0 0.361 0.0066 2.43

3 12,200 281.5 0.276 0.0066 1.86

4 18,710 431.7 0.423 0.0066 2.85

5 19,540 450.8 0.442 0.0066 2.98

6 16,180 373.3 0.366 0.0066 2.46

7 13,310 307.1 0.301 0.0066 2.03

8 10,330 238.3 0.234 0.0066 1.57

9 16,590 382.8 0.375 0.0066 2.53

10 16,590 382.8 0.375 0.0066 2.53

11 13,700 316.1 0.310 0.0066 2.09

12 19,540 450.8 0.442 0.0066 2.98

13 11,350 261.9 0.257 0.0066 1.73

14 9,590 221.3 0.217 0.0066 1.46

15 7,800 180.0 0.176 0.0066 1.19
AVG 225

Fuel Heat Content - HHV (btw/scf) = 1,020 Molecular Weight = Specific Molar Volume (scf/mole) = F-Factor (dscf/MMBtu)=

) Based on AP-42 Emission Factor for water injection controlled CTG fired with natural gas



